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Survey Data
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Fig. 1. Camera locations and image overlap.

Number of images: 318

Flying altitude: 72.0807 m

Ground resolution: 0.0195233 m/pix

Coverage area: 0.185754 sq km

Camera stations: 317

Tie-points: 1084800

Projections: 3560166

Error: 0.910998 pix

Camera Model Resolution Focal Length Pixel Size Precalibrated

PENTAX WG-3 GPS (4.5 mm) 4608 x 3456 4.5 mm 1.35208 x 1.35208 um No

Table. 1. Cameras.



Ground Control Points
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Fig. 2. GCP locations.

Label X error (m) Y error (m) Z error (m) Error (m) Projections Error (pix)

point 1 -1.542490 0.100474 2.018857 2.542666 45 0.785687

point 2 -0.212706 -0.069534 0.043705 0.228011 26 0.949924

point 3 0.232761 -0.168986 0.200758 0.350767 36 1.137253

point 4 0.277407 -0.312315 0.369780 0.557883 20 0.591217

point 6 -0.680010 0.036954 -0.206700 0.711691 25 0.811562

point 8 0.925447 0.557220 -1.049969 1.506447 20 0.784078

point 9 0.999286 -0.142594 -1.378031 1.708179 17 0.488364

Total 0.834359 0.260005 1.021124 1.344044 189 0.853276

Table. 2. Control points.



Label X error (m) Y error (m) Z error (m) Error (m) Projections Error (pix)

point 10 -3.037858 0.339763 2.896463 4.211118 9 0.596227

point 5 -2.415466 -0.044802 8.124182 8.475779 14 0.762989

point 7 1.254543 -1.976797 -2.018031 3.090963 8 0.254168

Total 2.354919 1.158328 5.114173 5.748229 31 0.618696

Table. 3. Check points.



Digital Elevation Model
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Fig. 3. Reconstructed digital elevation model.

Resolution: 0.0780931 m/pix

Point density: 163.974 points per sq m


